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 L10 Windows/ Rooflights/ Screens/ Louvres 

 To be read with Preliminaries/ General conditions. 

 GENERAL 

 110 EVIDENCE OF PERFORMANCE 
 •  Certification: Provide independently certified evidence that all incorporated components  
 comply with specified performance requirements.  

 120 SITE DIMENSIONS 
 •  Procedure: Before starting work on designated items take site dimensions, record on shop  
 drawings and use to ensure accurate fabrication.  
 •  Designated items:  
 As per Architects Drawing.  

 PRODUCTS 

 205 WINDOW MATERIALS SPECIFICATION 
 •  Minimum BRE 'Green Guide to Specification Online' rating: A.  

 330 ALUMINIUM WINDOWS 
 •  Manufacturer: Comar Architectural Aluminium Systems. The Parkside Group Ltd, 
 Unit 5, The Willow Centre, 17 Willow Lane, Mitcham. CR4 4NX Tel 020 8685 9685.  
 Fax 020 8646 5096 , projects@parksidegroup.co.uk, www.comar-alu.co.uk. .  
 -Product reference: Comar 5Pi ECO+ Top Hung windows 
  to Kitemark License Number KM 578160 - BS4873.  
 •  Finish as delivered: Polyester powder coated  in accordance with  
          BS EN 12206-1: 2004 to a Qualicoat standard,  
          by Comar Barley Chalu Ltd Tel 01953 602771 .  
 •  Glazing details: 28mm DG Units with a 16mm Argon filled cavity .  
 -Beading: Internal .  
 •  Ironmongery/ Accessories: Friction hinges , Shootbolt locking with lockable handle,  
          Double shootbolt keep for night vent, Duco trickle vents ,  .  
 •  Fixing: As per Comar Technical Manual .  

 335 ALUMINIUM WINDOWS 
 •  Standard: To BS 4873.  
 •  Exposure category to BS 6375-1/ Design wind load: 2400Pa.  
 •  Thermal improvement: Not required.  
 •  Finish as delivered: Polyester powder coated  in accordance with  
         BS EN 12206-1: 2004 to a Qualicoat standard, 
         by Comar Barley Chalu Ltd Tel 01953 602771 .  
 •  Glazing details: 28mm DG Units with a 16mm Argon filled cavity .  
 -Beading: Internal .  
 •  Ironmongery/ Accessories: Friction hinges , Shootbolt locking with lockable handle,  
         Double shootbolt keep for night vent, Duco trickle vents .  
 •  Fixing: As per Comar Technical Manual .  



 EXECUTION 

 710 PROTECTION OF COMPONENTS 
 •  General: Do not deliver to site components that cannot be installed immediately or placed  
 in clean, dry floored and covered storage.  
 •  Stored components: Stack vertical or near vertical on level bearers, separated with spacers  
 to prevent damage by and to projecting ironmongery, beads, etc.  

 765 WINDOW INSTALLATION GENERALLY 
 •  Installation: Into prepared openings.  
 •  Gap between frame edge and surrounding construction:  
 -Minimum: 6mm.  
 -Maximum: 10mm.  
 •  Distortion: Install windows without twist or diagonal racking.  

 782 FIXING OF ALUMINIUM FRAMES 
 •  Standard: As section Z20.  
 •  Fasteners: Stainless Steel High Tech Fasteners.  
 -Spacing: When not predrilled or specified otherwise, position fasteners not more than  
 250 mm from ends of each jamb, adjacent to each hanging point of opening lights, and  
 at maximum 600 mm centres.  

 820 IRONMONGERY 
 •  Fixing: Assemble and fix carefully and accurately using fasteners with matching finish  
 supplied by ironmongery manufacturer. Do not damage ironmongery and adjacent  
 surfaces.  
 •  Checking/ Adjusting/ Lubricating: Carry out at Completion and ensure correct functioning.  
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 L20 Doors/ shutters/ hatches 

 To be read with Preliminaries/ General conditions. 

 GENERAL 

 110 EVIDENCE OF PERFORMANCE 
 •  Certification: Provide independently certified evidence that all incorporated components  
 comply with specified performance requirements. As per Architects Drawing 

 120 NON FIRE RESISTING DOORS/ DOORSETS/ ASSEMBLIES 
 •  Provide certified evidence, in the form of a product conformity certificate or engineering  
 assessment, that each door/ doorset/ assembly supplied will comply with the specified  
 requirements to BS EN 14351-1. Such certification must cover door and frame materials,  
 glass and glazing materials and their installation, essential and ancillary ironmongery,  
 hinges and seals.  

 150 SITE DIMENSIONS 
 •  Procedure: Before starting work on designated items take site dimensions, record on shop  
 drawings and use to ensure accurate fabrication.  
 •  Designated items:  
 Doors .  

 PRODUCTS 

 480 DOORSETS Aluminium Main Entrance Elevation C as Architects drawings 
 •  Manufacturer: Comar Architectural Aluminium Systems , The Parkside Group Ltd.  
 Unit 5 The Willow Centre, 17 Willow Lane , Mitcham ,Surrey CR4 4NX Tel 020 8685 9685. 
  Fax 020 8685 9696, www.comar-alu.co.uk . projects@parksidegroup.co.uk.  
 -Product reference:  Comar 7Pi Commercial Thermally Broken  Aluminium Doorsets,  
 Kitemark License Number KM593756 - BS 4873.   
 •  Door leaf: Extruded Aluminium Alloy 6063 T5,T6 BS EN 755-1 2008.  
 -Finish as delivered: Polyester powder coated in accordance with BS EN 12206-1: 2004 
  to a Qualicoat standard, by Comar Barley Chalu Ltd Tel 01953 602771 .  
 •  Frame and architraves: Extruded aluminium profiles of aluminium alloy 6063 T5, T6 to BS  
 EN 755-1: 2008.  
 -Finish as delivered: Polyester powder coated in accordance with BS EN 12206-1: 2004 
  to a Qualicoat standard, by Comar Barley Chalu Ltd Tel 01953 602771 .  
 •  Glazing details: 28mm DG Unit with Solar controlled glass and a 16mm Argon filled cavity.  
 -Beading: Internal.  
 •  Ironmongery: Axim Concealed Transom Closer TC8800 series,  
 Axim Flush Bolts FB6501-F18 series,Flush Bolt guid block FB-62-041, 
 Axim Hook Locks LK1800-30 series, LK-1801-OR/OF Cover plate,LK1800-51-F  
 Flat strike plate, LK-062 Escutchion, LK744XSLF Cylinder, IN073XSLF Lock fixing plate , 
 Axim Pad Handles HD90 series .  
 •  Perimeter seals: Comar Brush Seals.  
 •  Other requirements: None.  
 •  Fixing: As per Comar Technical Manual.  



 480A DOORSETS Fire Exit doors  
 Manufacturer: Comar Architectural Aluminium Systems.  
 -Web: www.comar-alu.co.uk.  
 -Email: projects@parksidegroup.co.uk.  
 -Product reference: Comar 7Pi Double/Single Commercial  Aluminium Doorsets  
 Type: Swing.  
 •  Finish:  
 -Type: Polyester powder coated in accordance with BS EN 12206-1: 2004  
 to a Qualicoat standard, by Comar Barley Chalu Ltd Tel 01953 602771 .  
 -Colour: Standard RAL Colour TBA.  
 •  Glazing/ Panels:  
 -Type: Double glazed.  
 -Thickness: 28mm 
          -Beading: Internal.  
           Ironmongery: Axim PR7100 horizontal soft touch  push bar panic exit devices.  
           Axim LH-725-AL Locking Handle for use with Panic Exit Device 
 Perimeter seals: Comar Brush Seals . .  

 480B DOORSETS Boiler room door  
 •  Manufacturer: Comar Architectural Aluminium Systems.  
 -Web: www.comar-alu.co.uk.  
 -Email: projects@parksidegroup.co.uk.  
 -Product reference: Comar 7Pi Commercial Thermally Broken  Aluminium Doorsets  
 Type: Swing.  
 •  Finish:  
 -Type: Polyester powder coated in accordance with BS EN 12206-1: 2004  
 to a Qualicoat standard, by Comar Barley Chalu Ltd Tel 01953 602771.  
 -Colour: Standard RAL Colour TBA.  
 •  Glazing/ Panels:  
 -Type:  Duco F30Z P1 Glazed in louver with insect mesh on internal face .  
 -Thickness: 28mm 
 Ironmongery: Axim Concealed Transom Closer TC8800 series,  
 Axim Flush Bolts FB6501-F18 series,Flush Bolt guid block FB-62-041, 
 Axim Hook Locks LK1800-30 series, LK-1801-OR/OF Cover plate,LK1800-51-F  
 Flat strike plate, LK-062 Escutchion, LK744XSLF Cylinder, IN073XSLF Lock fixing plate , 
 Axim  Pad Handles HD90 series . 
 Perimeter seals:  Comar Brush Seals. 
 Other requirements:  None. 
 Fixing:  As per Comar Technical Manual.  

 EXECUTION 

 710 PROTECTION OF COMPONENTS 
 •  General: Do not deliver to site components that cannot be installed immediately or placed  
 in clean, dry, floored and covered storage.  
 •  Stored components: Stacked on level bearers, separated with spacers to prevent damage  
 by and to projecting ironmongery, beads, etc.  

 830 FIXING IRONMONGERY GENERALLY 
 •  Fasteners: Supplied by ironmongery manufacturer.  
 -Finish/ Corrosion resistance: To match ironmongery.  
 •  Holes for components: No larger than required for satisfactory fit/ operation.  
 •  Adjacent surfaces: Undamaged.  
 •  Moving parts: Adjusted, lubricated and functioning correctly at completion.  



 860 INSTALLATION OF EMERGENCY EXIT DEVICES 
 •  Standard: Unless specified otherwise, install panic bolts/ latches in accordance with BS EN  
 1125.  


