
FOR INFORMATION ONLY

C

h

0

m

C

h

2

0

m

C

h

4

0

m

C

h

6
0
m

C

h

8
0
m

C

h

1

0

0

m

C

h

1

2

0

m

C

h

1

4

0

m

C

h

1

6

0

m

C

h

2

0

0

m

C

h

2

2

0

m

DEVIZES ROAD
SUBWAY

HE ID 9536

WILTON ROAD
SUBWAY

HE ID 9529

CHURCH SUBWAY
HE ID 9526

YORK ROAD
SUBWAY

HE ID 9532

G

G

G

G

G

G

G

G

40

41*

42*

44

45

48*

51

52

54

57

H

F

S

 

(

2

0

1

0

)

 

W

I

T

H

 

H

R

A

 

(

1

9

7

0

)

H

F

S

 

(

2

0

1

0

)

 

W

I

T

H

 

H

R

A

 

(

1

9

7

0

)

SCRIM CL1

SCRIM CL1

63.1

63

63.1

63

43

47*

46*

53

49*

50*

55*

56*

Ch

180m

NOT TO SCALE

m

REV DETAILS DRWN DES CHKD APPD DATE

C1 FIRST ISSUE EE EE OLR GR

24/03/21

REVISION

DRAWING NUMBER

DRAWING TITLE

PROJECT NAME

SCALE :

CLIENT

c

COPYRIGHT      KIER

PROJECT ORIGINATOR VOLUME

LOCATION TYPE ROLE NUMBER

REFERENCE

File ref - \\uk.corp.local\data\highways\swdsc_data\pavement\vm\570122 a36 bemerton incl rbt at mp 63.0 nb & sb mp 61.6 - 63.1 rs\4. scheme drawings\defects & treatment plan\570122 a36 bemerton incl rbt - st pauls rbt defect & treatment plan.dwg Plotted 25.03.2021 by Elgan.Evans

AGENT

A3 AS-BUILT

CONSTRUCTION

PRELIMINARY

WORK IN PROGRESS

SUITABILITY:

KIER

DIMENSIONS :

ORIG DWG SIZE:

KIER PROJECT

100mm0

REFERENCE

VERSION : P4

A36 BEMERTON INCL RBT AT MP63.0 NB & SB MP61.6 - 63.1 RS

ST PAUL'S ROUNDABOUT DEFECT PLAN

570122 VGN

A36_61.6_63.1_Z DR CH 0000_01

570122

DRAWING STATUS

FOR CONSTRUCTIONA

C1

 © CROWN COPYRIGHT AND

2021 DATABSE RIGHTS  (         )

OS 100030649

NOTES

1. NOT TO SCALE - FOR ILLUSTRATIVE PURPOSES ONLY

2. FOR DETAILS OF STATUTORY UNDERTAKERS - REFER TO C2 RETURNS

ISSUED WITH THE PCI.

3. WORKS TO BE CARRIED OUT IN ACCORDANCE WITH WORKS

INFORMATION HE570122-KIER-VGN-A36 _61.6_63.1_Z-SU-CH-003 AND

HE570122-KIER-VGN-A36 _61.6_63.1_Z-SU-CH-006.

4. FOR THE TRIAL HOLES - THE CONTRACTOR SHALL TAKE REASONABLE

CARE SO AS NOT TO DAMAGE OR DISTURB THE EXISTING

WATERPROOFING SYSTEM OR CAUSE DAMAGE TO THE STRUCTURE.

WHERE THE WATERPROOFING LAYER IS ENCOUNTERED, AN

ASBESTOS REFURBISHMENT SURVEY IS TO BE CARRIED OUT TO TO

DETERMINE PRESENCE OF ASBESTOS CONTAINING MATERIALS.
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(3900A36/531)
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