
1.2m high (boar proof)
fencing to connect to

existing fence lines around
site perimeter - by others.

1.2m high (boar proof) fencing to
connect to existing fence lines

around site perimeter - by others.

Construction access road in compacted
stone | Installed for construction and left
upon completion for general access use
| Refer to detail 02.

General
maintenance access
gate  - by others.

Skatepark user access
gate  - by others.

Skatepark surfaces set to falls at
Min. 1:100 to allow for free-draining
of surface water.

Green hatched areas denote
approximate extents of
proposed landscape bunding -
seeded to grass.

Construction compound area to be
laid in compacted stone and left upon
completion | Refer to detail 02.

Football Pitch

300mm ∅ Foul Water Sewer |
Severn Trent

225mm ∅ Foul Water Sewer |
Severn Trent

300mm ∅ Foul Water Sewer |
Severn Trent

Football pitch shown
in existing location.

Water Supply | Severn Trent

B
arleycorn Square

Refer to drawing 003_Dimension Plan
for more information regarding ramp
heights and levels.

'Chieftain' litter bin by
'Glasdon', on concrete pad -

by others.

'Chieftain' litter bin by
'Glasdon', on concrete

pad - by others.

'Solway Bench' by 'Broxap' - by others.

+1
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m

+1
.0
m

+0.0m

+1.4m

+1.0m

+1.9m

Dashed line indicating land drain set
in stone trench - refer to Detail 01.

Red line denotes application
site boundary.

Compacted stone pathways - by others.

Entrance Sign
3mm auminium composite sign with digitally
printed vinyl graphics | protective overlay film |
2no. rear fixing 'signfix' channels | 76mm
diameter one piece clips | 76mm diameter
anodised aluminium post @3m height w/post
cap | Sign to be 594 x 841 mm (A1) size.

'Solway Bench' by
'Broxap' - by others.

Car parking area formed as an
extension to the construction access

and compound area upon completion
of skatepark - by others.

Existing Play
Area

50
0

50
10

0

Permeable Geo-textile filter fabric

Backfill surround to perforated pipe
with 20mm shingle OSA

600

Existing adjacent ground

Min. 50mm backfill with selected
excavated material

Min. 100mm backfill with topsoil to
required adjacent levels

Detail. 01 (perforated land drain)
1:10

M
in

. 1
00

100mm Dia. perforated pipe
(land drain)

Application Boundary

Detail 02.  (construction access road)
1:10

22
5

225mm compacted Type 1 stone
forming construction haul road
and hard-standing areas.

Existing sub-base, well compacted |
Excavated to depth of 150mm (typ)
below existing ground level.

15
0

Existing ground levels.

Permeable Geo-textile filter fabric

Description Date

Dwg. Chk. Approved

RevStatus

1. ALL DIMENSIONS IN METERS UNLESS OTHERWISE STATED.

Date Approv.Drawn Date Chk.

Rev

Drawing No.

Project

Notes

Title

Scale

Status

MAVERICK
S  K  A  T  E  P  A  R  K  S

OFFICE +44 (0) 1202 607475
www.maverickskateparks.co.uk

Registered in England as Maverick Industries Ltd No.6202977

REGISTERED OFFICE - Unit G2, Arena Business Centre,
Holyrood Close, Poole, Dorset BH17 7FP

PROPOSED SITE PLAN

Existing play area indicated on site plan, as requested. 19.01.2022A
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REFER TO SPECIFICATION ISSUE SHEET FOR
SPECIFICATION INFORMATION REGARDING
BINS, BENCHES, FENCING AND SIGNAGE -
ISSUED UNDER SEPARATE COVER.
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