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MEZZANINE DL 100
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Please contact the Armstrong Technical Sales group 
for further details.

www.armstrongceilings.co.uk
www.armstrongceilings.ie
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EN ISO 
7724-2 & 3

84%

EN ISO 354 & 
EN ISO 11654

EEA Euroclass A2-s1, d0 

EN ISO 10848-2
& EN ISO 717-1

 Prelude 24 - XL2/TLX
 

MEZZANINE DL 100 BOARD 

EN 12667  
& ISO 8301

l  = 0.060 W/m K 5.1 kg/m295 % RH

Dnfw

34 dB 

EN 13501-1

600 x 600 x 16 mm 2620 M    

1200 x 600 x 16 mm 3066 M    

a P

   
a W NRC 125 250 500 1000 2000 4000 Hz
0.60 0.55 0.50 0.45 0.55 0.60 0.65 0.60 a P

Class C

UK  60 minutes BS 476:Part 21: 1987
 For full details see assessment report WF 173816
 Tested at 100% design load
 Tested without hold down clips for applications where a ceiling is open 
 to a larger full height space

16 mm

Light Reflectance

Octave Band centre frequency (Hz)

EN ISO 
14021

52%

Recycled Content

15 YEAR
guarantee

30 YEAR
system

guarantee


