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BAR COUNTER

NOTES:

 

BAR COUNTER

 

MATERIAL:

 

18MM BENOVA BOARD - US MDF WHERE REQUIRED

 

FINISH:

 

RED TO ALL OUTER EDGES..

 

WHITE BOLTRON / BALANCE TO SHELVES AND INSIDE.

 

TIMBER LAMINATE TO TOP

 

QUANTITY: 01XREQ

 

 

**CHECK LINE TO BASE - CONSIDER CARPET GLIDES **

NOTCH IN CORNER TO ALLOW CABLE

TO EXIT FROM 4-WAY - SUGEST WIREING

BOTH 4-WAYS TO A SINGLE 4 WAY ON 

THE UNDERSIDE - ALOW 1X SOCKET FOR LED
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4 WAY MOUNTED BELOW CM HOLE.

L SECTION TO CORNER TO SIDE CABLE

AND COVER TO PREVENT SNAGGING

100,00

5
0
,
0
0

1
1
8
,
0
0

50,00

5
0
,
0
0

727,50 727,50

727,50 727,50

18,00

3
9
8
,
0
0

4
4
8
,
0
0

3
9
8
,
0
0

5
0
,
0
0

600,00

9
0
0
,
0
0

1
0
0
,
0
0

1
1
8
,
0
0

564,00

582,00

5
6
4
,
0
0

ENSURE TRANSFORMERS ARE SECURED FIRMLY.

 

COUNTER TO BE IN SERVICE FOR 3 YEARS.

ADD STIFENER TO LONG RUN OF PLINTH

VISUAL REFRENCE

RED LED LIGHTING TO PLINTH

TIMBER LAM TOP

RED BOLTRON OUT

ALL OUTSIDE FACES

CAD VINYL
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POCKET (18X18) TO MOUNT LED.

STAPLE AND GLUE IN PLACE.

 

KNOTCH FRONT PLINTH TO

CREATE APETURE
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CM COVERS


