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Clarification Questions
[bookmark: _1fob9te]Contract Reference: C22537

Scheduled Servicing, Planned Maintenance & Reactive Repair of Lifting and Hoisting Equipment
 
1. Question: For the Eurotunnel maintenance, the cost of the ticket varies dependant on the time of the year and is difficult to add this. I understand we will look to charge this back to the Home office but I can price for the travel costs and the ticket price will be additional. Can you confirm this is ok?
Answer: The Pricing Schedule (Attachment – 4) has been updated and the T&S elements now blanked out for the European destinations. Due to the fluctuations in travel, it would not be possibly for you to supply an accurate cost. Please do not include any T&S costs for European/ Northern France destinations.

2. Question: For the “planned maintenance and reactive repair cost” on the pricing document, this would be difficult to estimate as we don’t know the condition of each machine and how the machines are maintained prior to today. Would you be able to provide an update on how best to price this to ensure we are on a level field with other tender submissions?
Answer: This element has now been removed from the pricing schedule (Attachment 4), which now only reflects maintenance and T&S costs.

3. Question: For the “service frequency per year” on the pricing document, can you confirm we are to price this as per the advisory on Appendix 3 – Point 6.? 
Answer: If OEM instructions, a specific examiners scheme or a known safety case specifies that servicing should be more frequent than LOLER/PUWER legislation, then we would expect services to me more frequent as a precautionary measure.


It is necessary that all lifting and hoisting equipment is fully maintained in line with LOLER and PUWER legislation so that it remains safe and operational. Therefore, the scheduled servicing, maintenance, repair and reporting is paramount to the early identification of issues and defects. The minimum Service requirements are:

6.2.1 At least every 6 months if an accessory for lifting;
6.2.2 At least once every 6 months if used for lifting people;
6.2.3 At least once every 12 months for other lifting equipment;
6.2.4 After any exceptional circumstances which are likely to jeopardise the safety of lifting equipment;
6.2.5 In accordance with an examiners scheme, OEM instructions or safety case.



Contract Reference:		
Inspection and Certification of Lifting & Hoisting Equipment                             C22537	Page 6 of 10
		04/02/2022 v1.0	                                                                                                            
								
image1.png
Home Office




