Part 4 - ITQ – Quotation Response for Car Parks Surfacing and Minor Civils Works


PART FOUR: QUOTATION RESPONSE 


NOTES FOR COMPLETION



Once you have fully completed Part Four (Quotation Response), you MUST:


1. send it to webprocurement@kettering.gov.uk; 

2. titled: Car Parks Surfacing and Minor Civils Works

3. ensure that the Quotation Response is received by Procurement no later than 12 noon on 5th January 2020

4. Any late submissions by email will be disregarded.

5. Failure to observe this will mean the disqualification of the Quotation Response.


QUOTATION RESPONSE / PROPOSAL 

Section 1:	Organisation and Contact Details


	Name of your organisation
	


	Registered office (if applicable)
	


	Company Registration (if applicable) 
	


	Trading address (if different from registered 
office)
	

	Organisation Registration Number (if applicable)
	


	VAT Number (If Applicable)
	

	Is your organisation a:
	Sole Trader   
	

	
	Partnership	
	

	
	Public Limited Company
	

	
	Private Ltd Company
	

	
	Voluntary & Community Sector
	

	
	Charity
	

	
	SME (Small and Medium Enterprise)
	

	
	Other 
	

	
	If you selected other, please specify



	If the Company is a member of a group of companies, please give the name and address of the ultimate holding company
	

	Name of person to whom any queries relating to this quote should be addressed
	

	Telephone
	

	Email
	

	Address (if different to the Address above)
	












Section 2: 	INSURANCE INFORMATION
	Please confirm whether you already have, or can commit to obtain, prior to the commencement of the contract, the levels of insurance cover indicated below:

	3.1. 
	Public Liability Insurance - cover in the minimum sum of £10,000,000.00 in respect of any one incident and the number of incidents covered shall be unlimited and should be adequate to cover all risks in the performance of the Services

	▢   Yes
▢   No    

	3.2. 
	Employers Liability Insurance* - minimum sum of £10,000,000.00 in respect of one incident and the number of incidents covered shall be unlimited
* It is a legal requirement that all companies hold Employer’s (Compulsory) Liability Insurance of £5 million as a minimum. Please note this requirement is not applicable to sole traders – please ensure that you have checked with your insurance provider/ broker before submitting your Quotation Response

	▢   Yes
▢   No   
▢   Not applicable

	3.3. 
	Professional Indemnity Insurance - against the risk of professional negligence on the part of the Bidder and or its staff  in the minimum sum of £2,000,000.00 in respect of any one incident and the number of incidents covered shall be unlimited
	▢  Yes
▢  No 
▢  Not applicable 


	3.4. 
	Product liability insurance with a limit of indemnity of not less than £5,000,000.00 in relation to any one claim or series of claims.

	▢  Yes
▢  No 
▢  Not applicable 


	
Please submit copies of your Insurance Certificates with your Quotation Response.






SECTION 3: EVALUATION AND ASSESSMENT

Any contract awarded as a result of this procurement process will be awarded on the basis of the offer that is the most economically advantageous to KBC. Quotation Responses will be evaluated on the following, with a weighting as follows:

	Section Headings 
	Maximum Score Available

	
Quality Assessment 
	40%

	
	

	
(Score sub-total – Quality Assessment)

	(40%)

	
	

	Price
	60%

	
	

	
(Score sub-total – Price Assessment)

	(60%)

	
Total

	
100%



Bidders are required to submit a Quotation Response strictly in accordance with the requirements set out in this ITQ, to ensure KBC has the correct information to make the evaluation. Evasive, unclear or hedged Quotation Responses may be discounted in evaluation and may, at KBC's discretion, be taken as a rejection by the Bidder of the terms set out in this ITQ.




QUALITY ASSESSMENT – 40%

	Question 1:
	Word Limit: 2,000 words
	Maximum Score: 10%

	
Please outline your technical capability / experience that you will put into place to support the success of this contract, including a detailed programme of works.
Outline additional measures that you will have in place to comply with ‘coronavirus-covid-19’ during the construction period that your site staff and general public must comply with.


	
Answer: 



	Question 2:
	Word Limit: 2,000 words
	Maximum Score: 10%

	
What is your proposed methodology in carrying out the work including Health and Safety? Please also describe the daily management that will be applied to this contract. e.g. how you will co-ordinate, supervise and administrate the works, monitor and ensure quality of workmanship and materials for the works, maintain a high level of communication and customer care.


	
Answer:



	Question 3:
	Word Limit: 2,000 words
	Maximum Score: 10%

	
Please provide evidence of the experience and qualifications of the staff relevant to the task, including your understanding of highway and town centre working along with any local knowledge.


	
Answer:




	Question 4:
	Word Limit: 500 words
	Maximum Score: 5%

	
Please describe your approach of disposing waste and or materials arising from the Works being delivered.


	
Answer:



	Question 5:
	Word Limit: N/A
	Maximum Score: 5%

	
With regards to similar projects, please provide names, addresses, telephone numbers and contact names of referees from whom references may be sought and can verify the quality and services standards you currently or have recently provided in the last three years


	
Answer:
	
	Contract 1
	Contract 2
	Contract 3

	Name of customer organisation
	
	
	

	Point of contact in customer organisation
	
	
	

	Position in the organisation
	
	
	

	E-mail address
	
	
	

	Contract start date
	
	
	

	Contract completion date
	
	
	

	Estimated Contract Value
	
	
	

	Please provide a brief description of the contract delivered including evidence as to your technical capability in this market. 
	
	
	

	
	
	
	

	
	
	
	






Price – 60%
Please insert your fixed priced costs in the table attached (expanding as necessary), ensuring that you have provided a fixed and firm cost in each of the relevant boxes and a list of costs. Should you be successful, your fixed cost for the contract must be included in your Quotation Response and any costs which are not included will not be met by KBC either pre or during the contract.
All prices quoted should exclude VAT.
Please Note:
1. add or remove rows to/ from the Price Breakdown table as necessary; and
2. Where KBC considers that a quotation to be abnormally low, then it will seek clarification/ an explanation from the Bidder and/ or it may reject any Bid if it appears to be unreliable.



PRICING BREAKDOWN

	


PROJECT
	
Car Parks Surfacing and Minor Civils Works 

	ITEM
	ITEM DESCRIPTION
	UNIT
	QUANTITY
	RATE
	AMOUNT

	
	
	
	
	
	£
	p

	



1


2





3





4


5

6


7


8






9











	
Municipal Offices


Sweep the existing surface of all debris and detritus.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.
Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.
Seal all joints with hot pour bitumen sealant. 
Dispose all material
Refresh all the directional linings and markings
Introduce 5mph speed limit signs as directed by the Engineer
Supply and Install Glasdon Manchester Bollards. Rigid Durapol with 1 x 63mm & 3 x 12mm Gold Bands. Colour Black with Rigid Durapol Lock Fast Socket System. System key to be provided to Council after installation.

Car Park Surface Water gullies: 6 number.
Remove all debris from 6 gullies identified around the car parks and dispose of waste. Jet clean all the pipelines.
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London Road

Provide a Paco Patch – Ironwork Reinstatement as per the Detailed Specification in Part 2.
The size 400mm x 400mm around a gulley cover: 
Specification - A paving grade mastic asphalt, manufactured in accordance with the general requirements of BS 1447:1988 with regard to aggregate grading and binder content. Pacogrout® utilises a purpose designed polymer modified asphaltic cement manufactured under refinery-controlled conditions to a BS EN ISO 9001:2008 Quality System. The coarse aggregate content is in accordance with Clause 5.3.1. of BS 1447. 
Properties of asphaltic cement:  
Penetration @ 25°C 	15 - 25 dmm 
Solubility in trichloroethylene 92% min.
 

Take up existing 2.5m x 2.5m block paving, store on site, lay 100mm sub-base, 40 mm sand bed, relay the block paving. 



Dispose all material

Car Park Surface water gullies:
Surface Water: 29 number.
Remove all debris from gullies identified around the car parks and dispose of waste. Jet clean all the pipelines. 

Readjust 1 gulley

Refresh all the directional signings and markings

Replace existing pedestrian guardrail (2.2m x 3.8m). 
Constructed from 50 x 30mm vertical and horizontal rails with 12mm solid pales set at 112mm centres.
Panels are 2 metres wide.
Posts, pales and rails are galvanised to BS EN1461 (or similarly approved).
2 x M10 bolts are required to join rails together.
Barriers need to be concreted directly into the ground (Surface fixed barriers are available on request).
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Wadcroft

Sweep the existing surface of all debris and detritus.

Form fair joints and chase the existing surface course to a minimum 30mm below ground level and a minimum of 1m along the newly formed joint.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 30mm in depth to EN 13108.
Seal all joints with hot pour bitumen sealant.
Dispose all material


Repair potholes (1.5mx1.5m) throughout this site : 

Form fair joints and chase the existing surface course to a minimum 30mm below ground level and a minimum of 1m along the newly formed joint.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 30mm in depth to EN 13108 (7no. 1.5mx1.5m size).

Seal all joints with hot pour bitumen sealant.


Breakout and Replace existing damaged 250x125x900mm pre-cast concrete dish channels at various locations in the car park as shown on plan.  

Dispose all material


Extra over for working on Saturday (rate only)

Extra over for working on Saturday (rate only)

Paying machine pad area (4m x 8m):
Excavate existing concrete (100mm depth) area around the existing pay machine, reshape with bitumen.
 
New pedestrian guardrail. 
Constructed from 50 x 30mm vertical and horizontal rails with 12mm solid pales set at 112mm centres.
Panels are 2 metres wide.
Posts, pales and rails are galvanised to BS EN1461 (or similarly approved).
2 x M10 bolts are required to join rails together.
Barriers need to be concreted directly into the ground (Surface fixed barriers are available on request).
(PROVISIONAL)

Refresh all the directional linings and markings
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                Queen Street

32 existing car parking bays to be relined (line markings).

Turn one existing car park bay as shown in the plan into a motor bike parking and to hatch it. 
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                 School Lane

Sweep the existing surface of all debris and detritus.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.

Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.
Seal all joints with hot pour bitumen sealant. 

Seal all joints with hot pour bitumen sealant.

Dispose all material

Refresh all the directional linings and markings

Reline 2 existing disabled bays

Car Park Surface water gullies:
Surface Water: 10 number.
Remove all debris from gullies identified around the car parks and dispose of waste. Jet clean all the pipelines.

Extra over for working on Saturday (rate only)

Extra over for working on Saturday (rate only)
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Commercial Road

Take up existing knee-high timber railing and posts and take it to tip. 


Supply and install tanalised timber post and diamond rail at 500m height and maximum 1.8m spacing between posts. Posts to be 100x100mm concreted in at minimum depth of 400mm. Rails to be 75x75mm secured with galvanised straps and nails. 

Stoneyfield, Mawsley (Footway)
Sweep the existing surface of all debris and detritus.
Supply and apply K140 emulsion to the areas specified and supply, lay, level and compact HRA 35/14 C Surface course material to a minimum of 35mm in depth to EN 13108.
Seal all joints with hot pour bitumen sealant.
Dispose all material
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TOTAL COST    £
	
	

	NOTE: The contractor to provide a dayworks schedule with costs breakdown of the labour for the normal working day, Saturday and Sunday. 






SECTION 4: FORM OF QUOTATION


ITQ – Car Parks Surfacing and Minor Civils Works 


I/ We the undersigned, hereby quote and offer at fixed price to provide the Contract as detailed in the ITQ documents. Our quote is based on our best estimate of the costs of providing the Works as specified by the ITQ and remains valid for 120 days from the published deadline for submission.


Name:	

Job Title:	

Signature:	

Date	

For and on behalf of:

