FORESTRY CIVIL ENGINEERING  -  SITE SAFETY RULES


	SITE:
	

	SUPERVISOR: 
	TEL No: 


THESE RULES ARE WRITTEN FOR THE BENEFIT OF ALL PERSONS WHO MAY BE ON A FCE SITE i.e. BOTH EMPLOYEES AND VISITORS.

	
	SITE SAFETY RULES

	General
	· Employees and others entering the site must observe the Site Safety Rules and be responsible for their own safety and that of others who might be affected by their acts or omissions.

· Employees should be vigilant for unannounced persons encroaching within the site/work area.

· Wherever possible, expected visitors will be appraised of these Site Safety Rules and any site specific instructions/hazards before their first visit.

· Wherever possible, expected visitors will be appraised of the name of the Site Supervisor, who to contact before arrival, and to whom they should report upon arrival.



	On Entering Site
	· Anyone entering the site must wear:
-high visibility clothing
–hard hat
–appropriate protective footwear
–any appropriate safety equipment
–any other appropriate personal protective equipment (PPE).

· Each person must accept responsibility for the maintenance of their own PPE and any necessary equipment/tools.

· Each person must pay attention to the hazards inherent in the construction/maintenance process within the forest.  Everyone must take the necessary precautions to try to minimise the risk of injury to themselves or others.

· Anyone entering a working site must inform the Site Supervisor or person then in charge of their presence.



	On Site – General

On Site – General

(cont)
	· It is the responsibility of the Site Supervisor, or the person then in charge, to ensure that any visitor complies with these site rules.

· Following risk assessment, safe working methods will be laid down by the Site Supervisor.  These working methods must be followed except where circumstances have changed to the extent that they are rendered inoperative or unsafe.

· Everyone must comply with any instructions issued by the Site Supervisor, and any conditions imposed.

· Everyone must obtain copies or sight of all Risk Assessments relevant to their work/ business on site.  Non FCE personnel/contractors may provide their own risk assessment, but it must be available for inspection by FCE, and be in accordance with FCE procedures.

· Horseplay, practical joking or any other acts that might jeopardise the health and safety of any other person, is forbidden.

· All tools and equipment must only be used for their intended purpose, and in a safe manner.  Tools liable to deterioration should be examined regularly.

· Wherever possible, ladders should be secured top and bottom.  Where necessary, a second person should be at the foot of the ladder.

· Safety signs and barriers are erected for a purpose.  Everyone should take note of, and comply with the necessary restrictions.  No one should cross a barrier unless authorised to do so.

· A ‘Lone working’ procedure must be in place for FCE staff or contractors where appropriate.

· No one should undertake a task that they are physically incapable of accomplishing or that appears unsafe.  The Site Supervisor should be informed of any operation or situation that appears unsafe.

· Where reasonably practicable, manual handling of loads should be avoided.

· All material and equipment supplied by visitors or contractors must be fit for purpose.

· The use of hazardous substances is restricted to those who have been properly trained and equipped to use them.

· Safety zones should be set up round excavators and other plant liable to swing.  These zones must be adhered to.

· No one should approach a working machine until the operator is aware of his or her presence, and has lowered the bucket or blade to the ground.

· No one shall work below a suspended load unless adequate measures have been taken to ensure their safety.

· Drivers must observe any speed limits, but also drive at speeds commensurate with conditions.  Seat belts must be worn where provided.

· Loose materials must not be carried in the machine cab/vehicle cab/driving compartment.

· Petrol, whether in cans or in the fuel tanks of portable equipment, must not be transported in the same compartment as personnel.

· It is everyone’s responsibility to maintain a tidy site.

· Rubbish must not be discarded on site.

· Fires must not be lit without the express permission of the Site Supervisor.

· Alcohol and illegal drugs are not permitted on site.  Anyone under the influence of alcohol or drugs will be removed from site.  This may need to include the use of prescription drugs that impair skills or judgement.

· Anyone whose levels of alertness and/or ability are reduced due to illness or fatigue may be removed from site if it seems possible that their own or someone else’s health and safety may be jeopardised.

· Smoking within 10 metres of any flammable substance is forbidden.



	On Site – Plant

On Site – Plant

(cont)
	· All plant will only be operated by properly trained and certificated operators.

· Where supplied, seat belts will be worn at all times except when to do so would render the operation unsafe.

· Unsafe plant will not be used.

· No person shall ride in/upon/on an attachment to a machine except where
–the equipment has been so designed; or
–a suitable trailer is provided  (NB all parts of the body must be within the trailer).

· No bucket will be used as an access platform.

· No person will attempt to mount or dismount from a vehicle or machine while it is in motion.

· Machines and vehicles must not be parked under overhead lines, or in situations which may cause an obstruction.

· All guards, locking pins and other safety devices must be maintained in good condition and used as required.

· All lifting gear must be checked and examined for wear before use.

· The use of tippers must comply with the HO letter of 18 December 2000.

· Trailers and bowsers must be parked on level ground and chocked.  Fuel and oil bowsers must be parked in accordance with the Water Guidelines.  A pollution control kit must be available on site.

· Guards will only be removed for maintenance and/or repair.

· Any machine/vehicle/equipment to be repaired/ maintained must be stopped and made safe before work begins.

· Any part that needs to be raised for maintenance must be securely propped/supported.

· Where applicable, a safety harness will be worn.  No work requiring the use of a safety harness will be undertaken unless the necessary training has been completed.

· Operators of plant and machinery with exposed moving parts must not wear any loose clothing.  Any maintenance activities involving exposed moving parts should also only be carried out after ensuring that all loose clothing has been removed.

· Vehicles/machines fitted with buckets/blades will have these attachments lowered to the ground when parked.



	On Site – Excavations
	· All excavations will be assessed by the Site Supervisor and stepped/battered/shored as required.

· Excavations (including any struts, supports and boarding) should be inspected at least daily.

· No material (excavated or imported), plant or equipment will be placed adjacent to the trench or trench edge.

· Vertically sided excavations deeper than 1.20 metres must be properly supported in a manner approved by the Site Supervisor.

· All lifting devices must be fitted and maintained in a safe and workable position.  No such device should be used outwith its approved envelope.



	Site Specific Rules
	· 


	Reminder
	· No document can cover every eventuality in health and safety.  Everyone must bear some responsibility for their own safety and for the safety of others that might be affected by their acts or omissions.
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