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Note:

Do not scale from this drawing.

Dimensions are to be checked on site.

If in doubt please ask.
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Tender Section B Callout - Proposed fascia detail over window.2
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Section B - Typical Window  Detail0
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Section A Callout - Proposed console/corbel fascia detail1
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Section C - Typical Shopfront Surround  Detail0
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Typical Shop Front Pilaster Elevation Detail3
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Supporting Structure
as required

Code 4 lead flashing

detail dressed over

cornice

Code 4 lead flashing

detail dressed over

console

Front fascia board are

to be hardwood panels

and where detailed

should have

appropriate paneling

detailing

Fascia board plinth are

to be hardwood panels

and where detailed

should have

appropriate paneling

detailing. Note some

shopfront will have

existing stone plinths

Front fascia board are

to be hardwood panels

and where detailed

should have

appropriate paneling

detailing

Front fascia board are

to be hardwood panels

and where detailed

should have

appropriate paneling

detailing

Primary Structure wall

General Structure to

be formed from treated

timber of adequate

sizing

Front fascia board are

to be hardwood panels

and where detailed

should have

appropriate paneling

detailing

Lead Weathering with

welted joints with SS

clips for continuous

edging strip

Lead flashing to

overlap lead soaker by

no less than 75mm.

Detailing as per LSA

guidance and

standards

Lead sealant to flashing

joint.

Lead Weathering with

welted joints with SS

clips for continuous

edging strip

Lead flashing to

overlap lead soaker by

no less than 75mm.

Detailing as per LSA

guidance and

standards

Lead sealant to flashing

joint.

External facing timber

to be treated and

painted to match the

appropriate street

setting

Front fascia board are

to be hardwood panels

and where detailed

should have

appropriate paneling

detailing

Soffit board to be

hardwood timber and

painted to suite street

setting
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