[image: ]ASSET INTEGRITY DEPARTMENT
PRE ROOF WORK CHECK SHEET

  
	Plant Area
	
	Report No:
	

	Building/Roof Reference
	
	Roof Material
	

	Date of Report
	
	Man load bearing (Y/N)
	

	Date of Inspection
	
	*Thickness test carried out (Y/N)
	

	Category/Equipment used
	
	Sheet No
	

	Inspected by
	
	
	

	Past repair information
	

	General observation
	

	Known structural issues
	



	Check  (type) 
	Completed
 Y/N 
	Condition (if Yes)
	Location of fragile or non-inspected areas

	Roof Support structure (roof purling, trusses, beams or piers)
	 
	
	

	Access to roof (stairways, ladders,)
	
	
	

	Roof access door (Check security of any access doors))
	
	
	

	Roof walkways


	Roof walkway Durbar Plates

	1) Floor Plating
	
	
	

	2) handrails 
	
	
	

	3) Supporting structure
	
	
	

	Roof walkway Open Mesh 

	1) Floor Gratings
	
	
	

	2) Handrails 
	
	
	

	3) Supporting structure
	
	
	

	Walkway Gutter 

	1) Gutter formed plates
	
	
	

	2) Gutter Thickness test
	
	
	

	3) Gutter clear of debris
	
	
	

	4) Handrails 
	
	
	

	5) Supporting structure
	
	
	

	Walkway Parapet

	1) Floor plating (if App)
	
	
	

	2) Gutter plates (If App)
	
	
	

	3) Gutter Thickness test
	
	
	

	4) Gutter clear of debris
	
	
	

	5) Open gratings (If app)
	
	
	

	6) Handrails/frame work 
	
	
	

	7) Parapet supporting structure
	
	
	


	Roof material /cladding/Edge Protection


	Roof Materials (check and report on the condition of all damaged areas, i.e missing or loose sheets – drawings may be included where significant findings are found)
	
	
	

	Fragile roof items (detail all areas such as skylights, large vents, corroded roof cladding,
	
	
	

	Piped services (detail all piped services that could place personnel at risk either from leakage or slip/trip hazards, or explosions (hot work)
	
	
	

	Roof edge Protection (Verify whether or not the roof has edge protection and check its integrity and suitability to prevent a fall (min height 1100mm, c/w midrail). Mark all areas of concern.
	
	
	

	Miscellaneous  
	
	
	




Roof Plan (include drawing or image)
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	NOTES- 

1. All roofs and roof access ways to be deemed to be fragile unless stated otherwise.

2. Whilst care has been taken to ensure the accuracy of the information in this report, STSC Asset Inspection accept no liability for any mistakes which may arise and any persons or third party relying on this Report, in whole or in part does so at their own risk’
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