
JG2

CG2

B5

B1

B1a

B2

B3

B4

B5

B5

B5

B5

B4

B4

B1

B2

B3

B6

B6

B7

B7

B8

CT13

J21
base
J43
top

J28

CT20

CG1

CT2
& CT3

CT16

CT31

YEW
TREE

CT6

CT11

A

A

B

S
ig

n

C2
C3

C4

C82

C56

C62
C78

C86

C51

C53
C55

C43

C40

C36

C34
& C35

C31

C13

C11

C15

C76

C72

C69

J13

J15

J34

J32

J42

1
5

.1
5
T

W
L

16.74TWL

1
4

.9
2
T

W
L

14
.6

3
T
W

L

1
5
.1

1
T
W

L

1
4
.6

2
T
W

L

1
4
.3

1
T
W

L

16.38

1
5
.5

9

15.08

1
5
.6

3

8.85 8.86

8.94

1
6
.5

8

1
6
.2

4

1
6

.3
8

12.53TWL

11.40TWL

1
4
.5

7

1
4
.4

1

14
.1

2

14.44 14.49

14.81

14.95

14.7
5

14
.6

7 14
.8

4

15
.3

3

15
.2

2
15

.0
1

15
.5

1

15
.4

7

15
.5

0
15

.3
7

1
3

.4
3

1
3
.4

0

1
1

.9
1

1
1
. 7

3

1
1

.3
6

1
1
.5

2

11.49

8.71

8.80

11.90 11.69 11.89
12.18 12.43

13.13
13.29 13.62

14.04
14.01

14.37

14.15

17
.5

1
17.62

14.11

8.
79

8
. 2

5

LP

LP

SAM Boundary

  GRAVE J2
NO DIG 
ZONE

GRANITE SLABS (900 X 900 X 50MM)
LAID ON TWO GRANITE 

SLEEPERS (150 X 150 X 900) 

150mm x 150mm GRANITE SLEEPERS

RECLAIMED GRANITE 
PAVING SLABS

900

5
0

1
5
0
0

200

1
2
0
0

5
0
0

200

6
0
0

200mm ⌀ POSTS

100mm ⌀ HANDRAIL

GALVANISED STOCK PROOF FENCING
WITH STRAINING TOP WIRE

3000

ENDS OF RUBBLE WALLS
BATTERED BACK TO CREATE FACE AT 

10°. FACE TO BE FINISHED WITH CHEEK 
STONE TO CLIENTS CHOICE

TWO STONES OF 1500 X 600 X 300 THICK 3
0

0

1
2

0
0

STONE TO BE BURIED 300mm BENEATH 
FINISH SURFACE

STONE THRESHOLD SLABS (900mm x 
300mm x 100mm) LAID ON TYPE 1 MOT 

BASE, 100mm COMPACTED LAYER  

5
0
0

HDC RECLAIMED OAK

A1 LECTERN STYLE INTERPRETATION
BOARD SET INTO 500MM GALVANISED 
SHOE

1
5

0
0

300

W
A

L
L
 V

A
R

IE
S

W
A

L
L
 V

A
R

IE
S

3
0
0

RECLAIMED GRANITE SLABS

60
0

J16

GRAVE

J15

GRAVE

900

1500

RECLAIMED GRANITE STEPS 
300 X 200 X 900mm

SUPERCEDEC SURFACE

RECLAIMED GRANITE 
PAVING SLABS

EXISTING GROUND LEVEL 
TO BE RETAINED

+11.40

+11.25

+10.85

+10.70

+10.40

+10.25

+10.10

+9.73

+10.21

+10.69

+10.36

IN
S
C

R
IP

T
IO

N
 IN

 P
H

A
S
E
 2

 W
O

R
K
S

RECLAIMED GRANITE 
SLEEPERS 600MM X 1200MM X 
200MM AND 300MM X 1200MM X 
200MM TO BE SELECTED
FROM LOCAL QUARRY

12
00

600

6
0
0

P
A
TH

SUPERCEDEC RECTANGLE 1000MM X 1500MM

EVEREDGE 
PROEDGE
X125MM

1000

15
00

MOT TYPE 1
COMPACTED TO 100-150MM 

DEEP
FINISHED TO A CAMBER

WIDTH VARIES 470 -1200MM

EVEREDGE PRO EDGE
125MM X 25MM THICK X 2.5MTR 

LENGTHS
FINISHED IN GALVANISED SLATE GREY

TERRAM 1000 
GEOTEXTILE
LAID TO BASE OF PATH

N.B.WHERE NEW PATHS ARE TO BE LAID
GROUND TO BE CLEARED BY HAND AND
WEEDS/TREE ROOTS TO BE CLEARED TO
THE DIRECTION OF THE LANDSCAPE 
ARCHITECT

SUPERCEDEC GRAVEL SURFACE
IN 'GOLD'.
LAID TO COMPACTED DEPTH OF 50MM

6001

2

6001

7

6001

5

6001

6

6001

7

6001

5

6001

7

6001

5

6001

3

6001

1

6001

4

This drawing is © pdp Green Consulting Ltd.

Notes
.
1. This drawing is to be read in conjunction with 

drawings, details and specifications issued for 
construction purposes as appropriate.

2. The Contractor is responsible for all dimensions 
and for the correct setting out of the work on site. 
Only figured dimensions are to be used. Any 
discrepancies are to be reported before proceeding.

3. All materials and workmanship to comply with 
current British Standards and Codes of Practice.

4. This drawing is not to be used for construction 
unless marked in the drawing status box "FOR 
CONSTRUCTION".

5. The user of the designs and details represented by 
this document are recommneded to ensure that 
they are fully conversant with the Construction 
(Design and Management) Regulations 2015 in 
respect of any construction activities for which this 
document may be used.

In particular, the user must ensure that a Principle 
Designer and Principle Contractor have been 
appointed and in addition they have the appropriate 
experience and capability for those functions. 

If the use of this document has any doubts as to 
their statutory obligations in this regard, they 
should contact PDP Green on 01872 265400 and as 
for the Health and Safety Advisor.

6. All Works to be Hand Dug and Supervised. Provide 
5 days Notice Period to LA before commencing 
each  key stage of the Work as set out in the 
specification. All Features protected by Law. 
Northern Boundary Hedge to be supported by 
Timber Post and Galvanised Wire Stock Proof 
Fence to 1.2Mtrs High during establishment. 
Straining Posts to be Set out by Landscape 
Architect and Engineer on site to avoid Grave and 
Bank Stabilisation Damage. 

7. The user of the designs and details represented by 
this document are recommended to ensure that 
they are fully conversant with the Construction 
(Design and Management) Regulations 2015 in 
respect of any construction activities for which this 
document may be used. If the user of this document 
has any doubts as to their statutory obligations in 
this regard, they should contact pdp Green on 
01872 265400 and ask for the Health and Safety 
Advisor.

8. N.B.
Rules relating to Jewish cemeteries:
- Food, Drink, Smoking prohibited
- Walking on graves prohibited
Harzards on site: Please refer to PD Risk Pack
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