MARITIME AND COASTGUARD AGENCY

TCA 3/7/1000 INHERENTLY SAFE HYDRAULIC POWER PACKS – QUESTIONS AND ANSWERS 1

This document provides answers to some questions that have been raised by tenderers for the above contract.  In the interest of fairness we make all new information given to one tenderer, available to them all.  The questions are below, with the MCA’s answers in bold.

1. Section 2 of the specification for this contract lists five pieces of equipment that the power packs will be expected to supply power to.  Please can you confirm whether all of these will be required to run at once, or if the power pack will only be expected to drive one piece of equipment at a time?

We can confirm that the power packs will only be required to drive one piece of equipment at a time.  The maximum requirements at any one time are: Maximum Bar is the TK6, Pressure 250 bar and Flow 222 bar.

2. Is it possible to use equipment for gas group IIA rather than IIB as specified?

Yes, since this makes the equipment safer.

3. Does the power pack have to have a pneumatic start or can another method be used?

Any starting method can be used, so long as it complies with the ATEX requirement.  Tenderers are reminded that ease of operation is also a scored criterion.



[bookmark: _GoBack]We would also like to highlight an update to our Instructions for the Submission of Tenders.  When we published it originally we mistakenly neglected to include the pass mark for the assessment of Economic and Financial Standing, under the Suitability Questionnaire criterion.  Section 24 a. of the updated document clarifies that to pass, a tenderer (or their guarantor) must achieve a Dun and Bradstreet Failure Score of 50 or above. 

