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These specifications are definitive. 

Samples when requested must meet this specification within the tolerances allowed.  Items 

that do not conform will be rejected. All new dies to remain the property of the Royal 

Household. Dies to be held in secure location to prevent unauthorised use. 

The Central Chancery reserve the right to carry out random tests of materials used and where 

not to specification these items shall be returned to the supplier and may result in any contract 

being revoked. 
 

THE ORDER OF THE GARTER 

KG Badge and Star (Companion) 

General Description:  

 Badge & Star comprising:  

(a) Top Ribbon Ring. 

(b) Badge 

  

 Star consisting of 

(c) Body  

(d) Domes, joint,catch and pin 

(e) Enamelled Cross 

(f) Centre Mount 

(g) Centre Mount base 

(h) Motto 

(i) Enamelled segments 

(j) Borders 

(k) Buckle 

(l) Strap 

(m) Dome 

 

 Ribbon 

(n) Full Size Investiture Sash 

(o) Evening Sash 

(p) Miniature neck ribbon 

  

 Case 

(q) Outer Case 

(r) Insert 
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BADGE 

(a) Top Ribbon Ring  
Material  

Diameter of Wire 

Outside Diameter  

of ring  

Manufacture  

 

 

Finish   

 

Hallmark Quality 18ct gold Wire. 

  2.35 mm +/- 0.10 mm. 

17.00 mm +/- 0.10 mm. 

 

Ends of ring to be soldered together and the whole polished 

so that the join appears as an integral part of the assembly. 

Attached inside at the top of the Badge (b). 

Polished and hard gold plated to a minimum of 1 micron. 

 

(b) 

Badge 

Design  

 

 

Material 

Width 

Height 

Thickness   

 

 

 

 

 

 

Manufacture  

  

 

 

Finish 

 

St George defeating the dragon inside an oval garter. The 

figures are three dimensional. To the top is an ornate 

suspension through which the top ribbon ring (a) passes. 

Hallmark quality 18ct gold. 

  47.00 mm +/- 0.20 mm. 

  84.20 mm +/- 0.20 mm. 

    3.93 mm +/- 0.20 mm. Measured at garter. 

    5.10 mm +/- 0.20 mm. Measured across strap at rear. 

    4.58 mm +/- 0.20 mm. Measured across buckle.  

    4.70 mm +/- 0.20 mm. Measured at the ornate end of the 

garter. 

   4.19 mm +/- 0.20 mm. Measured at thickest point of 

ornate suspension. 

Garter and ornate suspension die struck, sawn out and 

dressed to remove all marks. St George cast in a single piece 

and soldered inside the garter. Hallmark on obverse above 

strap of garter. 

Die struck finish burnished to edges of garter and lettering. 

 TOTAL FINISHED 

WEIGHT OF BADGE 

  

71.00 grams +/- 2.00 grams. 

 

STAR 

(c) Body  
Design 

 

Material  

Height 

Width 

Thickness 

Manufacture 

 

Finish   

 

Eight armed star, each arm being individually domed and the 

star overall also domed. 

Hallmark Quality Sterling Silver.  

101.30 mm +/- 2.00 mm. 

  84.00 mm +/- 2.00 mm. 

    1.80 mm +/- 0.20 mm. 

Die struck in a single piece, the domes being formed in the 

striking process. Sawn out and dressed by hand. 

Highly polished edges and reverse. 

(d) Domes, joint, catch 

and pin 

Design 

 

 

 

 

A shaped pin that is hinged upon a dome soldered to the top 

of the star 9.00 mm +/- 0.20 mm from the top most point. 

This is secured in a hand formed catch on a similar dome 
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Material  

Height of dome 

Width of dome 

Length of pin 

Width of pin 

Thickness of pin 

Manufacture 

 

Finish  

soldered 9.00 mm +/- 0.20 mm from the lowest point. The 

pin must not protrude below the lowest point of the star. 

Hallmark quality 9ct gold. 

   8.50 mm +/- 0.20 mm. 

 16.00 mm +/- 0.20 mm. 

 81.50 mm +/- 0.20 mm. 

   4.50 mm +/- 0.10 mm measured at centre of pin. 

   1.20 mm +/- 0.10 mm. 

The domes struck and sawn to shape. The pin is hand sawn 

with the hinges and the retaining catch being hand formed 

also. Carved detail added to top of pin (see photograph) 

(e) Enameled Cross 

Material  

Width 

Height 

Thickness 

Manufacture 

 

 

 

 

Finish  

 

Hallmark quality 18ct gold. 

  23.00 mm +/- 0.10 mm. 

  23.00 mm +/- 0.10 mm. 

    0.75 mm +/- 0.10 mm. 

Die struck sawn to shape, edges dressed to remove all marks. 

Gold wire pegs attached to rear to allow it to be secured to  

centre mount (f).  The background of the cross is patterned 

which is visible through the transparent vitreous red enamel  

(SJE116). 

Highly polished edges which are then bright cut. 

(f) Centre Mount 

Design 

 

 

 

 

Material 

Thickness 

Diameter 

Manufacture 

 

Finish   

 

A die struck circle which fits into the centre mount base (g) 

from the front being visible through the centre of the garter 

and having holes to accept pegs to attach enameled cross (e). 

In the centre at the rear is soldered a threaded boss to attach 

dome (j). 

Hallmark Quality sterling silver. 

  0.70 mm +/- 0.10 mm. 

25.30 mm +/- 0.20 mm. 

Stamped from die and hand sawn to size (the centre boss 

soldered to the rear and the centre mount base drilled to 

accept the pegs from the centre mount (f) and the boss. 

Natural with hand engraved patterned bright cut border edge. 

(g) Centre Mount base 

Design 

 

 

Material 

Thickness 

Width 

Height 

Manufacture 

 

 

 

 

 

 

A circular machined mount that will locate in the centre of 

the star and have attached the borders, motto, buckle and 

strap. 

Hallmark quality sterling silver. 

 2.00 mm +/- 0.20 mm. 

42.00 mm +/- 0.20 mm. 

53.55 mm +/- 0.20 mm (Including buckle) 

Machined to a diameter, with a channel cut in to allow the 

motto (h) to be pegged in as well as the other blue enameled 

segments and buckle. The centre mount (f) and enameled 

cross (e) are pegged in the centre. The borders are soldered 

to allow the motto (h) and enameled segments (i) to sit 

between. 

Boss mounted to rear and tapped to accommodate thread of 
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dome and allow dome to be screwed on to back of star. 

Hard gold plated to a minimum of 1 micron when borders (j) 

and strap (k) are soldered on. 

(h) Motto 

Design 

 

 

Material 

Thickness 

Diameter 

 

Width 

Thickness 

Manufacture 

 

 

Finish 

 

A die struck garter with the motto 

HONI.SOIT.QUI.MAL.Y.PENSE this enameled with trans 

blue vitreous enamel. 

Hallmark quality 18ct gold. 

  0.70 mm +/- 0.05 mm. 

37.50 mm +/- 0.20 mm - Outer edge. 

26.50 mm +/- 0.20 mm - Inner edge.   

  5.50 mm +/- 0.20 mm. 

  1.45 mm +/- 0.05 mm. 

Die struck and sawn out, pegs attached to rear to allow 

attachment to centre mount base (g). Enamelled in trans blue 

vitreous enamel. 

Polished and hard gold plated to minimum of 1 micron.  

(i) Enameled 

Segments 

Design 

 

Material 

Thickness 

Quantity 

Manufacture 

 

 

Finish   

 

 

Die struck enamel segments shaped to complete the circular 

garter. 

Hallmark quality 18ct gold. 

  0.50 mm +/- 0.20 mm. 

3 

Stamped, sawn, shaped to fit within the centre mount base 

(g) pegs soldered to the rear of each section to allow 

attachment. Enameled in transparent blue vitreous enamel. 

Polished and hard gold plated to minimum of 1 micron 

(j) Borders 

Design 

 

Material 

Thickness 

Width 

Manufacture 

 

 

Finish   

 

Ornate border to form outer edges of garter. Die struck 

enamel segments shaped to complete the circular garter. 

Hallmark quality 18ct gold. 

 0.50 mm +/- 0.20 mm. 

 2.00 mm +/- 0.10 mm. 

Stamped, sawn, and soldered to outer and inner edge of 

centre mount base (g) to form outer edges of garter when 

motto (h) is attached. 

Polished and hard gold plated to minimum of 1 micron 

(k) Buckle 

Design 

Material 

Thickness 

Quantity 

Manufacture 

 

 

 

Finish   

 

Die struck oval buckle and separate centre enamel panel. 

Hallmark quality 18ct gold. 

  0.50 mm +/- 0.20 mm. 

3 

Stamped, sawn, the central enameled panel shaped to fit and 

enameled in trans blue vitreous enamel. This pegged to the 

outer buckle which in turn is pegged to the centre mount 

base (g). 

Polished and hard gold plated to minimum of 1 micron 

(l) Strap 

Design 

 

An ornate strap that is soldered to the lower edge of centre 
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Material 

Thickness 

Length 

Width 

Manufacture 

 

 

Finish   

mount base (g) to give the impression of a tied garter. It has 

a central blue panel. 

Hallmark quality 18ct gold. 

   2.00 mm +/- 0.20 mm. 

 11.32 mm +/- 0.10 mm. 

   9.50 mm +/- 0.10 mm. 

Stamped, sawn, the central enameled panel shaped to fit and 

enameled in trans blue vitreous enamel. This pegged to the 

rear of the strap. 

Polished and hard gold plated to minimum of 1 micron 

(m) Dome 

Design 

Material 

Thickness 

Diameter 

Manufacture 

 

 

 

 

Finish 

 

A slightly domed circle. 

Hallmark quality Sterling Silver. 

  1.00 mm +/- 0.10 mm. 

41.50 mm +/- 0.50 mm. 

Die struck and sawn to shape, dressed to remove all marks. 

Sterling silver thread soldered to centre to allow dome to be 

screwed to centre mount base (h). The number (supplied by 

CCOK) to be engraved so when attached it is at 12 o’clock 

on the top of the dome. 

Polished. 

 TOTAL FINISHED 

WEIGHT OF STAR 

96.00 grams +/- 2.00 grams. 

 

RIBBONS 

(n) Full Size Investiture 

Sash 

Colour 

Material 

Width 

Finished length 

Construction 

 

Blue (Pantone 7692C). 

65% nylon, 35% cotton. 

  102.00 mm +/- 1.00 mm. 

1770.00 mm, last 20.00 mm of tails frayed. 

Hook and eye on ends and swivel clip to rear of bow to 

hold badge. 

To be packed in outer case underneath insert with bow 

visible at top. 

(o) Hall Size Evening Sash 

Colour 

Material 

Width 

Finished length 

Construction 

 

 

Blue (Pantone 7692C). 

65% nylon, 35% cotton. 

102.00 mm +/- 1.00 mm. 

670.00 mm, last 20.00 mm of tails frayed. 

Swivel clip to rear of bow to hold badge. Button hole 

beneath bow. Top end finished with two buttonholes. To be 

packed in outer case underneath insert. 

(p) Miniature width Neck 

Ribbon 

Colour 

Material 

Width 

Finished length 

 

 

Blue (xxxx). 

65% nylon, 35% cotton. 

  16.00 mm. 

550.00 mm. 
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Fastening 

 

Hook and eye, one end with adjustable hooks.  To be 

packed in outer case underneath insert. 

 

CASE 

(q) Outer Case    

External Dimensions  

 

Construction 

  

 

 

 

 

Lining  

 

274.00 mm x 153.00 mm x 52.00 mm. All with a +/- 3.00 

mm tolerance. 

Wooden frame covered with black vinyl (Ubonga 5350). 

Hinged side opening with two hinges with hinged brass 

catch at side. The letters GARTER. gold blocked Roman 

style 6.00 mm tall in one line lengthways in the centre of the 

outside lid. The entire printing to be read landscape.  

Two wooden runners on the base to support insert (m).  

The inside of the lid to be padded covered in white satin and 

bearing the manufacturers details (artwork for this to be 

approved by CCOK prior to production). The inside of the 

base and runners to be covered in white leatherette. 

   (r) Insert    

Dimensions  

 

 

 

Construction  

 

 

To fit inside Outer Case snugly on the runners. Shorter than 

the inside length of the case by approximately 50.00 mm 

above the badge indentation to allow the sash bow to be 

visible. 

To be padded and covered with cream velvet with 

indentations in the shape of the badge and star. 
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Breast Star (approx. actual size) 

 

 

 

 

 

 

 

 

 

 

 

 

Breast Star (reverse) 
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The badge (Obverse) (approx. 2.5 times actual size) 

White box shows location of hallmark 
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The badge (reverse) 


