
Notes:

All items shown are indicative and
subject to detailed design development
with input from specialist contractor,
steelwork fabricator and further
investigative works

Isometric section of typical
skatebowl corner 

Foundations omitted for clarity

"flat-bottom" units making up
lower part of bowl structure

PC wall units supporting
banked sections. Foundation
extent TBC prior to works

Support to units to be
similar to be at corners of
panels

TYPICAL SECTION XX
THROUGH SUPPORTS UNIT

SUPPORTS
1:50@A3

TYPICAL UNIT KEY
NTS

Job No.

Date

Job

RevPage

Eng Chd

29471 1SK 500

29/03/22 BBe SP

Kennington Skatepark

PC banked units forming
perimeter of skatebowl
construction

Refer to detail 1 on Options drawing SK502 /
SK503 for Support at wall units at outer

perimeter

Helical galvanised or stainless steel screw piles
by specialist used to level existing skatepark. To
be partially threaded such that helical portion is
embedded into strata where ground movement

from trees is not anticipated

Refer to detail 2 on option drawings
SK502 / SK503 for support at banked unit

ends interfacing with flat-bottom slab

"flat-bottom" units making up lower part of bowl structure.
Assumed to be broken out for access for piling banked units. Min.
150mm slabs with A595 mesh to top and A252 mesh to top (min.
40mm cover to each side). 

Alternatively re-use and re-support existing flat bottom units if able
to be stored

Banked PC ferrocement unit

Existing PC wall unit supporting banked
sections of skatepark

Notes:

- All items shown indicatively and subject to detailed input from
specialist groundworks contractor

- This drawing is to be read in conjunction with the P&M structural
strategy document and topographical survey data

For configuration of support to
flat bottom pieces. Refer to
drawing SK501


