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Invitation to Tender for Spar Painting on HMS Warrior
Clarifications - 15th June 2018


1. Lower Mast Internal Painting Requirements
1.1. The lower mast is an enclosed space and must be treated as such.  It is the requirement of the tenderer to specify in their tender how they will manage this risk.
1.2. Following inspection from the lower door level the majority of the internal paint surface appears in good condition.   Where the paint is in good condition it is acceptable for the tenderer to propose paint touch ups as required. However a full primer and full top coat is required where this paint is poor condition this will include the lower part of the mast, and is likely to include a top section of mast, as the upper door, above the tops is not weather tight.
1.3. [bookmark: _GoBack]Like the ropes, wires and electrical cables on the external rigging, care must be taken to avoid painting the electrical cables inside the mast.
1.4. There is currently standing water in the bottom of the Fore mast.  If there is standing water in the bottom of any mast section the water must be removed and the area dried before any paint works can begin.
2. Lower Mast internal Paint 
2.1. Records indicate the internal surface was previously painted with Leighs Epigrip L524 now (Sherwin-Williams Macropoxy L524’).
2.2. As the inside of the masts get damp with a salt laden atmosphere, the paint applied need to be a suitable exterior paint.  Tenderers are welcome to specify an alternate paint scheme to the one detailed in the ITT, when considering the enclosed space procedures they intend to use, so long as the paint is suitable for the conditions it will experience.  An example of paint cost, should also be included with the tender.
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