Wellow Parish Council – Specification for Proposed Car Park Extension and Associated Works – Hatches Farm Sports Ground, West Wellow

Specification

· To strip back existing hoggin car park surface as necessary, fill potholes, provide and prepare additional 100mm thickness of hoggin, rolled and consolidated (area approx. 840 sq m).
· Excavate and remove topsoil and/or reduce levels as necessary, removing excavated material off site.  Provide extended areas of new car parking (total area of 1,000 sq m) comprising 100mm thickness rolled hoggin on 200mm consolidated sub-base of MOT Type 1 limestone material on woven geo-textile membrane.  Perimeters to be edged with 50 x 150mm pre-cast concrete edgings on in-situ concrete foundation with in-situ haunching both sides.
· Excavate to remove topsoil and/or reduce levels as necessary, remove excavated material off site and provide new footpaths (total area 90 sq m) comprising 75mm of path gravel on minimum 100mm thickness sub-base of suitable granular material on woven geo-textile membrane.  Perimeters to be edged with 22 x 100mm treated sawn softwood path edgings with 50 x 50mm softwood driven stakes at 1.00m centres.
· [bookmark: _GoBack]Install steps down to tennis courts.
· Relocate gate in existing tennis court fence.
· Excavate to remove topsoil and/or reduce levels as necessary, remove excavated material off site and provide new petanque court size 12.00m x 6.00m comprising suitable surfacing on 150mm thickness sub-base of suitable granular material on woven geo-textile membrane.  Perimeters to be edged with 22 x 100mm treated sawn softwood path edgings with 50 x 50mm softwood driven stakes at 1.00m centres.
