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Door Room Location Description Door Materials Finishes Internal/ Core

No. Type External door

D01 Front entrance Double leaf Type A Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A   

D02 Side elevation fire exit Single Leaf Type K Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A 

D03 Side elevation fire exit Double leaf Type J Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A 

D04 Bin store Double leaf Type G Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A

D05 Kitchen fire exit Single Leaf Type K Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A  

D06 Plant room Double leaf Type L Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A

D07 Main hall fire exit Double leaf Type J Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A 

D08 Main hall fire exit Double leaf Type G Aluminium Polyester Powder coated External - 7mm Pyrodur glass N/A 

D09 Main hall entrance Double leaf Type D Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins   

D10 Store Single Leaf Type I Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins

D11 Community Hub/ Corridor Double leaf Type D Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins  

D12 Town Offices Single Leaf Type B Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins   

D13 Office Single Leaf Type H Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 30 mins 

D14 Town office/ lobby Single Leaf Type H Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 30 mins 

D15 Kitchen Single Leaf Type H Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 30 mins 

D16 WC Single Leaf Type M Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 30 mins 

D17 Main hall entrance Double leaf Type D Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins  

D18 Male WC Single Leaf Type M Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins 

D19 Female WC Single Leaf Type M Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins 

D20 Accessible WC Single Leaf Type N Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins 

D21 Kitchen Single Leaf Type H Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins  

D22 Kitchen Double leaf Type D Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins  

D23 Cleaner's Store Single Leaf Type B Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins

D24 Secure Store Double leaf Type C Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins

D25 Backstage/ Store Single and Half leaf Type C Timber
White American Oak 

(TBC)
Internal Solid 7mm Pyrodur glass 60 mins 

D26 Lift Plant room Single Leaf Type I Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins

D27 Accessible WC Single Leaf Type N Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins 

D28 Stair/ corridor Leaf & A Half Type F Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins  (Timed)

D29 Male WC Single Leaf Type M Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins 

D30 Female WC Single Leaf Type M Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins 

D31 Council Chamber Single Leaf Type H Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins   

D32 Meeting room 1 Single Leaf Type H Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins   

D33 Meeting room 2 Single Leaf Type H Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins   

D34 Meeting room 3 Single Leaf Type H Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins   
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D35 Store Single Leaf Type B Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins

D36 Server Room Single Leaf Type B Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins

D37 Plant room Single Leaf Type B Timber
White American Oak 

(TBC) 
Internal Solid 7mm Pyrodur glass 60 mins


